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Connecting with flexible pipe Ø8

Air flow  0,01 m³ for each movement

Pressure 6 bars 

Compressed air on PVDB

Connecting with flexible pipe Ø6xØ8,4

Air flow  0,01 m³ for each movement

Pressure 6 bars 

Compressed air on each BYPASS

Connecting with flexible pipe Ø6xØ8,4

Air flow  0,01 m³ for each movement

Pressure 6 bars 

Compressed air on DRUM FILTER

Connecting with flexible pipe Ø7.2xØ10

Air flow  0,01 m³ for each movement
Pressure 5 bars 

Compressed air on each METAL DETECTOR

Connecting with flexible pipe Ø6xØ8,4

Pressure 2 to 4 bars 

Compressed air for SHARPENER

Air flow 0,01 m³  for each sharpening
Pipe diameter: Ø 15 mm

Pressure: 6 bars

Water flow  : 120 Liters/min

ON EACH CYLINDER

WATER FIRE EXTINCTION SYSTEM

Pipe diameter: Ø 15 mm

Pressure: 6 bars

Water flow  : 120 Liters/min

ON EACH CYLINDER

WATER FIRE EXTINCTION SYSTEM

Pipe diameter: Ø 15 mm

Pressure: 6 bars

Water flow  : 40 Liters/min

ON CYLINDER 1

WATER FIRE EXTINCTION SYSTEM

Pipe diameter: Ø 15 mm

Pressure: 6 bars

Water flow  : 80 Liters/min

ON CYLINDER 2

WATER FIRE EXTINCTION SYSTEM

Pipe diameter: Ø 15 mm

Pressure: 6 bars

Water flow  : 120 Liters/min

ON CYLINDER 1

WATER FIRE EXTINCTION SYSTEM

Pressure 3 bars  - Air flow  0,01 m³ for each movement 

Connection to water mains 

Connecting with flexible pipe Ø6xØ8,4

Compressed air on  spraying system

Water connection next to spraying system

Connection to water mains 

Connecting with flexible pipe Ø6xØ8,4

Compressed air on  spraying system

Water connection next to spraying system

Pressure 3 bars  - Air flow  34.5 m³ /h 
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 Designation :

 Client :

 Dessine par  :                        Le :

Ind.

 Controle par :                        Le :

 Echelle :

REPRODUCTION INTERDITE ET DROITS DUTILISATION RESERVES

DateIndice
A
B
C
D
E

Modification Executant

ANDRITZ LAROCHE SAS

69470 COURS - FRANCE

84 RUE DE THIZY - BP21

TEARING LINE
 LAYOUT

10282

0020642 B

1/50 A0
A.L. 20/10/2022

15/11/22 AJOUT TUYAUTERIES/MAJ CH/COTE OSD A GAUCHE A.L.
05/12/22 MAJ TUYAUTERIES A.L.

Repere Designation Observation
01 LONG FEEDING CONVEYOR
02 CUTTER CT60
03 INCLINED CONVEYOR
04 CUTTER N60
05 INCLINED CONVEYOR WITH HTE
06 DIVERTER DTA300
07 DIVERTER DTA300
08 CONDENSER HPV1000
09 DEDUSTING BLOWER VT560D
10 OILING SYSTEM DEVICE OSD
11 BLOWER VT540TR
12 DIVERTER DTA300
13 DIVERTER DTA300
14 DIVERTER DTA300
15 BLENDING BIN SM3900X20
16 OVERPRESSURE BLOWER VT250
17 DEDUSTING BLOWER VT560D
18 DIVERTER DTA300
19 DIVERTER DTA300
20 CONDENSER HPV1400
21 DEDUSTING BLOWER VT560D
22 HOPPER FEEDER CHV2000
23 OVERPRESSURE BLOWER VT180
24 REGULATION CHIMNEY CHEM REG
25 EXEL FEEDING CONVEYOR
26 PICKER EXEL2000 2C/1N
27 DEDUSTING BLOWER VT450
28 INCLINED RECYCLING CONVEYOR
29 TRANSVERSAL CONVEYOR TT450
30 BLOWER VT360
31 CYCLON CS800
32 BLOWER VT360
33 CONDENSER FC1800
34 DEDUSTING BLOWER VT450
35 DIVERTER DTA300
36 DIVERTER DTA300
37 BLOWER VT560TRD
38 CONDENSER FC1800
39 DEDUSTING BLOWER VT450
40 HOPPER FEEDER CHV2000
41 OVERPRESSURE BLOWER VT180
42 REGULATION CHIMNEY CHEM REG
43 EXEL FEEDING CONVEYOR
44 TEARING LINE EXEL2000 5C/4N
45 SHARPENER
46 DEDUSTING BLOWER VT450
47 DEDUSTING BLOWER VT450
48 DEDUSTING BLOWER VT450
49 DEDUSTING BLOWER VT450
50 INCLINED RECYCLING CONVEYOR
51 TRANSVERSAL CONVEYOR TT450
52 BLOWER VT360
53 CYCLON CS800
54 BLOWER VT360
55 CONDENSER FC1800
56 DEDUSTING BLOWER VT450
57 DIVERTER DTA300
58 BLOWER VT560TRD
59 ELECTRONIC METAL DETECTOR
60 CONDENSER FC1400
61 DEDUSTING BLOWER VT450
62 VERTICAL BALE PRESS PVDB100

701 DRUM FILTER
702 HEAVY DUST CYCLON
703 ROTARY VALVE
704 HEAVY DUST BLOWER
705 FINE DUST CYCLON
706 ROTARY VALVE
707 FINE DUST BLOWER
708 CYCLON FRAME

901 ELECTRICAL CONTROL PANEL
PU901 OPERATOR CONTROL PANEL

METAL DETECTION INFORMATION

- Ground the unit

- All the items which are traveling the free zone have to be rigid

- Protect the unit from vibrations - Avoid placing any cable or foreign object in the free zone Ø� 2000

- Do not place any ducts in the free zone Ø� 2000

FREE ZONE Ø 2000

FREE ZONE Ø 2000

20 m/sec.
MAX

Le montage des tuyauteries est prévu avec des coudes 

El montaje de las tuberias esta provisto con codos con un radio

Piping erection will be done, with elbows with

Le montage de conduits avec porte ne doit pas s'effectuer 

las puertas de acceso en las tuberias no deben su situados a menos

Access doors in piping must not be located

 ayant  un rayon de courbure egal à 2 fois le Ø de la tuyauterie.

 de curvatura igual al doble del diametro de la tuberia.

 curvature radius equal to twice the pipe diameter.

à moins de 1 metre de la sortie des ventilateurs.

de 1 m de la entrada o salida de las ventiladores o maquinas.

less than 1 meter from blowers or machines inlet or outlet.

2x �D

�D

ATTENTION - ATENCION-WARNING

Reinforced concrete floor, 200mm thickness. Mixed at
 400kg of cement per m 3  of sandy gravel (400kg/m 3 )

 minimum resistance : 20Mpa

Hormigon armado espesor 200mm. Hormigon dosificado a 400kg de 
cemento por m 3  de gravilla arenosa (400kg/m 3 )

 resistancia minima : 20Mpa

Béton armé épaisseur 200mm. Béton dosé à 400kg de 
ciment par m 3  de gravillons sableux (400kg/m 3 )

 resistance minimum : 20Mpa

SOL / FLOOR / SUELO

Laroche. Cette ligne sera équipée d'une prise de type RJ45

To enable the successful completion of the startup of the
 facility and to allow remote support, the customer must provide
 us with a line on the Ethernet network to allow the connection of

 the modem-router EWON supplied by Laroche. 
This line will be equipped with an RJ45 connector

Para permitir la finalización con éxito de la puesta en marcha
 de la instalación y para permitir la asistencia technica a distencia, 
el cliente deberá proporcionar  una línea en la red Ethernet para

 permitir la conexión del módem-router (encaminador) EWON suministrado 
por Laroche. Esta línea estará equipada con un conector RJ45

Afin de permettre la bonne réalisation de la mise en route de
de l'installation et de permettre l'assistance à distance, le client 

doit nous fournir une ligne sur son réseau Ethernet afin  
de permettre le branchement du modem-routeur EWON de fourniture

ATTENTION - ATENCION-WARNINGEWON

AIRE COMPRIMADO
AIR COMPRIME/COMPRESSED AIR

Air comprimé conforme à la classe 5.6.4 selon la norme ISO 8573-1

Ar comprimado conforme a la clase 5.6.4 segun norma ISO 8573-1

Compressed air complies class 5.6.4 according to norm ISO 8573-1

Le cablage de tous les moteurs pilotés par variateur de fréquence

El cabledo de todos los motores mandados por variadores de frecuencia

The wiring of all motors drived by AC inverter has to be made with

doit impérativement être fait avec du cable blindé. Se reporter

 deben imperativamente ser efectuado con cables blindados. Favor

schielded cable. Please see the LAROCHE cable book to know 

au carnet de cable LAROCHE pour en connaître les sections.

de referirse al manual de cableado LAROCHE para las indicaciones

the sections

de las secciones

ATTENTION - ATENCION-WARNING

Si nous ne recevons pas de reponse concernant la validation du plan
d'implantation SOUS 2 SEMAINE apres envoi,

 nous considererons le plan comme validé
If we don't receive any answer regarding this layout approval

whitin 2 WEEKS after sending
 it will be considered as validated

Si no recibimos la respuesta respecto a la validacion de este plano
en las 2 SEMANAS despues de despacho

consideraremos que esta usted de accuerdo 

VERIFICATION ACCORD CLIENT

CUSTOMER APPROVAL

ACUERDO CLIENTE

DATE

ATTENTION-ATENCION-WARNING

For security reasons, it's FORBIDDEN to put 
a clamp type "quick" to less than one meter in

entrance/exit of the machine

B NOM Ø B

OUTSIDE Ø

BNom Ø Outside Ø

8
10
10
10
10
10
10

120
150
180
200
220
250
300

136
170
200
220
240
270
320

BNom Ø Outside Ø

10
12
12
12
12
12

350
400
450
500
550
600

370
424
474
524
574
624

STEEL CABLE
OR

STEEL PERFORATED BAND

ADHESIVE BAND TAPE TO SEAL

(SEE PIPING INSTALLATION INSTRUCTIONS IN THE MACHINE MANUAL)

EXAMPLE OF PIPE SUPPORTS SEALING EXAMPLE

ALL PIPING ARE SUPPLIED BY CUSTOMERA A

A-A

B

B

B-B

C

C

C-C

D

D

D-D

E E

E-E

F F

F-F

GG

G-G
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J

J

J-J
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